§35.8

in one package, together with six cop-
ies of the letter of transmittal and all
other materials and information re-
quired by these regulations, and ad-
dressed to the Federal Energy Regu-
latory Commission, Washington, DC
20426.

[Order 525, 40 FR 8947, Mar. 4, 1975, as amend-
ed by Order 541, 57 FR 21734, May 22, 1992]

§35.8 Protests and interventions by in-
terested parties and form for Fed-
eral Register notice.

(a) Protests or interventions. Unless the
notice issued by the Commission pro-
vides otherwise, any protest or inter-
vention to a rate filing made pursuant
to this part must be filed in accordance
with §§385.211 and 385.214 of this chap-
ter, on or before 21 days after the sub-
ject rate filing. A protest must state
the basis for the objection. A protest
will be considered by the Commission
in determining the appropriate action
to be taken, but will not serve to make
the protestant a party to the pro-
ceeding. A person wishing to become a
party to the proceeding must file a mo-
tion to intervene.

(b) Form of notice. The applicant must
include a form of notice of the applica-
tion suitable for publication in the
FEDERAL REGISTER in accordance with
the specifications in §385.203(d) of this
chapter. The form of notice shall be on
electronic media as specified by the
Secretary.

[Order 612, 64 FR 72537, Dec. 28, 1999; 65 FR
18229, Apr. 7, 2000, as amended by Order 647,
69 FR 32438, June 10, 2004]

§35.9 Identification and numbering of
tariffs and rate schedules (includ-
ing service agreements).

(a) All tariffs and rate schedules (in-
cluding service agreements) must be
numbered sequentially from the begin-
ning of that tariff or rate schedule (or
service agreement). Revised service
agreements must be replaced in their
entirety.

(b) All tariffs and rate schedules (not
including service agreements, except as
noted in paragraphs (b)(4) and (5) of
this section) must have the following
information placed in the margins of
each sheet:

(1) Identification. At the top left of
each page, the exact name of the com-
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pany must be shown, under which must
be set forth the words “FERC Electric
Tariff’ or ‘‘Rate Schedule FERC No.
7 together with volume identifica-
tion, as appropriate.

(2) Numbering of sheets. Except for the
title page, at the top right, the sheet
number must appear as ‘‘(Original or
Revised) Sheet No. (number).” All
sheets must be numbered in the man-
ner set forth in the Tariff, Rate Sched-
ule and Service Agreement Pagination
Guidelines, as modified from time to
time.

(38) Issuing officer and issue date. On
the lower left must be placed ‘‘Issued
by:” followed by the name and title of
the person authorized to issue the
sheet. Immediately below must be
placed ‘“‘Issued on” followed by the date
of issue.

(4) Effective date. On the lower right
must be placed ‘‘Effective:” followed
by the specific effective date proposed
by the company. Service agreements
must include this data on the same
sheet containing the service agreement
designation.

(5) Filings made to comply with Com-
mission orders. Tariffs and rate sched-
ules (including service agreements)
filed to comply with Commission or-
ders must carry the following notation
in the bottom margin: ‘“‘Filed to com-
ply with order of the Federal Energy
Regulatory Commission, Docket No.
(number), issued (date), (FERC Reports
citation).” Service agreements must
include this data on the same sheet
containing the service agreement des-
ignation.

[Order 614, 65 FR 18227, Apr. 7, 2000]

§35.10 Form and style of rate sched-
ules.

(a) Every rate schedule offered for fil-
ing with the Commission under this
part, shall show on a title page, which
shall be otherwise blank, (1) the name
of the filing public utility, (2) the
names of other utilities rendering or
receiving service under the rate sched-
ule; and (3) a brief description of the
service to be provided under the rate
schedule.

(b) All rate schedules tendered for fil-
ing under this part must be printed or
otherwise reproduced on 8% inches
wide by 11 inches long white, durable
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